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S.No. Item Quantity Unit

L. Scraping old white or colour wash including disposal of refuse as directed by the 280.00 Sgm
Engineer-in-charge with in distance of 60 metres (200ft). SOR 708

2, Providing and applying white cement based putty of average thickness 1 mm. of 280.00 Sgm

approved brand and manufacturer, over the plastered wall surface to prepare the
surface even and smooth complete. DSR 13.80

3. Finishing walls with Premium Acrylic Smooth exterior paint with Solicone 280.00 Sgm
additives of requirede shade:New work (Two or more coats applied @1.43 Itr/10
sgm over and including priming coat of extaior primer applied @2.20 kg/10 sqm)
(apex Ultima, weather coat All quard) asian, berger. DSR 13.46.1

4, Removing paint or varnish with paint remover or caustic soda, including supply of 73.00 Sgm
all materials, labour and T & P etc, required completion of works. SOR 657
5. Painting or vanishing on iron works in samll areas or new wood work with one 73.00 Sgm

coat of ready mixed paint of clear synthetic carnish including supply of all
materials, labour and T & P etc. required for proper completion of work, Paint to
be used should confirm to the 1.S.1. No. 103 1950 SOR 641

6. Same as in item 641 above but for every coat after 1st coat. Details of cost for 73.00 Sgm
650 sft Area. SOR 642
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S.No. Item Quantity Unit
1. Removing paint or varnish with paint remover or caustic soda, including supply of 150.00 Sqm
all materials, labour and T & P etc, required completion of works. SOR 657 '
2 Painting of MS Gate with PU automotive metallic paint including base coat of
Superior quality painting work includes scrapping, filling of joints and all 150.00 Sqm

materialas and scrapping related to proper finishing of M.S. Gate (complete in all
respect as directed by engineer-in-charge)
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S.No. Item Quantity Unit
1.

Cleaning and sand stone surface and removind dirt, dust, bird droping, grease,
oil, algaem fungus, monkey beats, vegetable growth etc., including providing,
applying and washing the surface with liquid Ammonia Chemical of 5% solution
and other chemical cleaining gent as approved by archaeological Survey of
India/Engineer-in-charge, of appoved brand and manufacturer, with the help of
required scrubbers and also cleaning with machine operated water jet mixed with
dessired quantity of fine silica where ever required without causing any 1000.00 Sgm
scratching/damange to the stone surface and finally washing the surface with
clean water with the help of pressure jet machine, complete in all respect,
including taking all precautions to safeguard ventilators, windows, doors etc. by
suitable covering so as to avoid any damage to the building/structure, all as per
direction of Engineer-in-charge (The rate is inclusive of materials & labours
involved except scaffolding)
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